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AMENDMENTS TO THE CLAIMS 

1 . (Currently Amended) A paper container for fluids having comprising; 

a spout plug in which th e spout plug form ed-ef including a spout positioned on a spout 
hole part configured to be cut and opened, for cutting and op e ning and incorporating a rotary 
opening blade and a cap, the spout plug being i s-fitted to a top panel having the spout hole part- 
for cutting and op e ning,; _ in which 

a spout hole formed in a paper base material is-sealed by a s e aling lay e r the spout hole 
part: and , charact e rized by comprising 

a cut and opened piece fall prevention mechanism provided in the spout hole part for 
leaving , in th e _spQUt hol e part for cutting and op e ning, uncut a part of a the spout hole part o ut- 
and op e ned piece , said cut and opened piece fall prevention mechanism produced when the spout 
hole part s e aling lay e r is cut and opened by the rotary opening blade of the spout plug and for 
endowing the uncut part of a said spout hole part cut and open e d pi e c e with a hinge function^ 

wherein the cut and opened piece fall prevention mechanism provided in the spout hole 
part is foiTned of a protrusion which is provided on a pai't of a periphery of the spout hole formed 
in the paper base material and which protrudes into the spout hole by extending the paper base 
material . 

2. (Cancelled) 

3. (Currently Amended) A paper container for fluid having a spout plug according to Claim 
2, chai-act e ri2 e d_ L 

wherein in that a the hinge portion is formed at a base portion of the protrusion by 
piercing or half-cutting or creasing the paper base material along all or a part of a line connecting 
portions near the ends of the base portion of the protrusion. 

4. (Currently Amended) A paper container for fluid having a spout plug according to claim 
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wherein a radius of a cutting line of a rotary opening blade of the spout plug mounted 
onto the spout hole part for outting and opening p rovided in the top panel, is smaller than a radius 
of the spout hole provided in the paper base material, and is larger than the distal end of the 
protrusion protruding into the spout hole. 

5. (Currently Amended) A paper container for fluid having a spout plug according to claim 
3, 

wherein a radius of a cutting line of a rotary opening blade of the spout plug mounted 
onto the spout hole part for cutting and opening provided in the top panels is smaller than a radius 
of the spout hole provided in the paper base material, and is larger than the distal end of the 
protrusion protruding into the spout hole. 
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